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Enhanced to support higher bandwidth than requested by CAT5e products. When properly installed and 
tested this product can be included within the NEWMAX 25-year performance warranty. Contacts are gold 
plated with 50 microns of gold, for minimal insertion loss and long life.  
  
Features: 
 

 Exceeds TIA 568-C.2 performance specifications 

 Superior performance tested up to 200 MHz  

 Best NEXT and low Insertion Loss for Extra ACR 

 Resilience to RJ11 misuse 

 Ultra thick gold plating ensures perfect matching 

 Fire retardant ABS UL94V-O housing 

 Uses standard 110 punching tool 

 Fit our angled and flush faceplates and surface boxes 

 Provides both T568A /B color termination schemes 

 Complies with NEWMAX 25-year Limited Warranty 
 

 
Ordering Information: 

 
NEW-3555004   Cat 5e RJ45-110 Jack Snap Deluxe 50um gold GRAY 
NEW-3555005 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold ORANGE 
NEW-3555006 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold BLUE 
NEW-3555007 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold GREEN 
NEW-3555008 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold WHITE 
NEW-3555009 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold RED 
NEW-3555010   Cat 5e RJ45-110 Jack Snap Deluxe 50um gold BLACK 
NEW-3555015 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold YELLOW 
NEW-3555028 Cat 5e RJ45-110 Jack Snap Deluxe 50um gold IVORY 
  

Cat 5e RJ45-110 Jack Snap 
Deluxe 50um gold 

 

 Exceeds ANSI/TIA/EIA 568-C.2 

requirements 
 Exceeds ISO 11801 Class D 
 Terminates 4-pair 22 to 26 AWG solid UTP 
 Gigabit performance 
 50 Micron Gold 
 High-impact ABS 94V-O Plastic Housing 


